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Every cover is custom-made to your specification, and we look forward to 
helping you find a solution that works!  Keep in mind, the Drop In Collar style 
will have a lip, and will not be flush with grade unless you are able to create 
a recessed frame. Choose your collar dimensions to get started building 
your drop-in collar replacement cover: 

Visit www.manholecoversdirect.com for full list of sizes and pricing, or to request a quote for additional options.

DROP-IN COLLAR COVERS

Sales@ManholeCoversDirect.com      |      973.974.9977      |      ManholeCoversDirect.com

ASTM-A36 CARBON STEEL DROP-IN COLLAR COVERS HAVE A NON SKID SURFACE. RATED 

FOR H-20 SINGLE POINT WHEEL LOADING FOR VEHICLE TRAFFIC UNDER 25MPH. LOW EFFORT 

FRAMELESS SOLUTION. 2” LIP ALLOWS FOR PROPER SUPPORT. 2” DEEP COLLAR TO HOLD 

COVER CENTER IN HOLE. NOT FOR HIGHWAY USE. PAINTED BLACK FINISH. MADE IN USA. 

TOP VIEW BOTTOM VIEW

3/16” X 2” FLAT BAR COLLAR  
STITCH WELDED UNDERNEATH 
TO HOLD COVER IN PLACE

1/2” X 1” PICK HOLE 
FOR EASY REMOVAL 
(1 TYP, OPTIONAL)

1/2” ANCHOR HOLES 
(3 TYP, OPTIONAL)
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